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Special features of Dry Ice Pelletizer A55P-D3:

Function and Applications

The dry ice pelletizer A55P requires a liquid CO2 supply (pressure 189 - 308 psi / 13 - 21 bar) and power supply of 460 V / 60 Hz /
3 Ph + E (other voltages available on request). The machine features instant push button start and all functions 
are controlled by an inbuilt PLC. Dry ice snow is produced in the snowing chamber, pressed and then extruded by 
a powerful hydraulic unit. Hard, dense dry ice pellets are produced within less than one minute after push button 
start. To ensure continuous, reliable operation of the pelletizer, oil temperature, cycle time, motor overload, CO2 inlet 
pressure and hydraulic pressure are monitored and displayed on the control panel.

Standardly included in the delivery of Dry Ice Pelletizer A55P-D3:

Options

The dry ice pelletizer A55P-D3 is standardly equipped with an extruder plate for the production of pellets with a 
diameter of 0.1“ / 3 mm. Such pellets are used especially for dry ice blasting purposes. Optional extruder plates for 
pellets with a diameter of 0.2“ / 6 mm, 0.4“ / 10 mm and 0.6“/ 16 mm are available. The A55P, however, can also be 
delivered standardly equipped with such extruder plates.

Pellet size

0.1“ / 3 mm 0.2“ / 6 mm 0.4“ / 10 mm 0.6“ / 16 mm

Operating range Dry Ice Blasting Cooling purposes Cooling purposes Cooling purposes

Extruder plate for 0.1“ / 3 mm pellets
Pellets for blasting purposes

part no. 903506
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Pos. 001

Extruder plate for 0.2“ / 6 mm pellets
Pellets for cooling purposes

part no. 903508

Pos. 002

Extruder plate for 0.4“ / 10 mm pellets
Pellets for cooling purposes

part no. 903507

Pos. 003

Extruder plate for 0.6“ / 16 mm pellets
Pellets for cooling purposes

part no. 903505

Pos. 004

Standard machine base
For filling of dry ice storage containers or an 
ASCOJET 1501 or 2005

Increases the total height by 23.6“ / 600 mm

part no. 903504

Pos. 005

Higher machine base
For filling of higher storage containers or dry ice blasting units

Increases the total height by 31.5“ / 800 mm

part no. 903510

Pos. 006

Spare parts kit
Containing a selection of recommended spares for approx. 
one to two years normal operation

part no. 903511

Options for Dry Ice Pelletizer A55P-D3:
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Dry Ice Pelletizer

The dry ice pelletizer A120P is a compact, powerful and 
versatile machine producing high quality dry ice pellets in 
five different sizes (0.07“, 0.1“, 0.2“, 0.4“ and 0.6“ / 1.7, 3, 
6, 10 and 16 mm). With a production capacity of 265 lbs/
hr / 120 kg/hr this dry ice machine guarantees quality and 
flexibility in the daily working process.

The dry ice pelletizer A120P is driven by a powerful hydraulic 
unit and features a push putton for instant start of produc-
tion. All functions are controlled by a built-in PLC. Fully 
automatic control of oil temperature and dry ice snowing 
process guarantees continuous dry ice production without 
any supervision right from push button start. 

Specifications

Production capacity:			   265 lbs/hr* / 120 kg/hr* at 254 psi / 17.5 bar CO2 inlet pressure
Voltage:				    460 V / 60 Hz / 3 Ph+E
Power consumption:			   4 kW
Dimensions (L x W x H):		  52.0 x 27.6 x 56.3“ / 1‘320 x 700 x 1‘430 mm
Weight net:				    750 lbs / 340 kg (without hydraulic oil)
					     approx.	794 lbs/ 360 kg (with hydraulic oil)
Weight packed			   approx.	992 lbs / 450 kg (without hydraulic oil)
CO2 inlet connection:			   1/2“ BSP female
CO2 source:				    CO2 storage tank, 
					     liquid phase (189 - 305 psi / 13 - 21 bar)

* 0.07“ / 1.7 mm dry ice pellets can be produced at a max. production capacity of 209 lbs/hr / 95 kg/hr

Dry Ice Pelletizer A120P-D3	 part no. 903440

Extruderplate for 0.1“ / 3 mm pellets
The dry ice pelletizer A120P is standardly equipped with an extruder plate for pellets 
with a diameter of 0.1“ / 3 mm. 

Benefits of an in-house dry ice production:

•	 Reduction of dry ice lost due to sublimation
•	 More efficient cleaning results, because: the fresher the dry ice, the more efficient the cleaning
•	 Shorter production stops
•	 Decreased logistics expense connected with purchasing and disposing of dry ice
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Special features of Dry Ice Pelletizers A120P-D3:

Function and Applications

The dry ice pelletizer A120P requires a liquid CO2 supply (pressure 189 - 305 psi / 13 - 21 bar) and power supply 
of 460 V / 60 Hz / 3 Ph + E. The machine features instant push button start and all functions are controlled by an 
inbuilt PLC. Dry ice snow is produced in the snowing chamber, pressed and then extruded by a powerful hydraulic 
unit. To ensure continuous, reliable operation of the pelletizer, oil temperature, oil level, cycle time, motor overload, 
CO2 inlet pressure and hydraulic pressure are monitored and displayed on the control panel.

Extruder plate for 0.1“ / 3 mm pellets
Pellets for blasting purposes

part no. 904610

Standardly included in the delivery of Dry Ice Pelletizer A120P-D3:

Options

The dry ice pelletizer A120P is standardly equipped with an extruder plate for pellets with a diameter of 0.1“ / 3 mm. 
0.1“ / 3 mm pellets are used especially for dry ice blasting purposes. Optional extruder plates for pellets in four other 
sizes are available. Of course, the A120P can also be delivered standardly equipped with the following extruder plates.

Pellet size

0.07“ / 1.7 mm 0.1“ / 3 mm 0.2“ / 6 mm 0.4“ / 10 mm 0.6“ / 16 mm

Operating range
Dry Ice Blasting 

(structured 
surfaces)

Dry Ice       
Blasting

Cooling 
purposes

Cooling 
purposes

Cooling 
purposes
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Options for Dry Ice Pelletizer A120P-D3:

Pos. 001

Extruder plate for 0.07“ / 1.7 mm pellets
Pellets for blasting purposes
(of surfaces with fine structures)

part no. 904614

Pos. 002

Extruder plate for 0.2“ / 6 mm pellets
Pellets for cooling purposes

part no. 904851

Pos. 003

Extruder plate for 0.4“ / 10 mm pellets
Pellets for cooling purposes

part no. 904850

Pos. 004

Extruder plate for 0.6“ / 16 mm pellets
Pellets for cooling purposes

part no. 904603

Pos. 005

Machine base
For filling of higher storage containers or dry ice blasting units

Increases the total height by 7.9“ / 200 mm

part no. 904607

Pos. 006

Spare parts kit
Containing a selection of recommended spares for approx. 
one to two years normal operation

part no. 903400
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Options for Dry Ice Pelletizer A120P-D3:

Pos. 007

Production Control System PCS120
For a higher level of automation the pelletizer can be combined 
with a production control system. Such a production control 
system allows the regulation of the production quantity or the 
production time, thus reducing the need for supervision even 
further, therefore, keeping the requirement for respective person-
nel to an absolute minimum. With the optional production control 
system the dry ice pelletizer automatically stops when the set 
production quantity/production time is reached.

The production control system can also be added to the pelletizer 
at a later stage if required.

part no. 904856

Automatic Dry Ice Filling System
For a higher level of automation the pelletizer can be combined 
with an automatic filling system. The optional automatic filling 
system, with the appropriate control system, allows a pre-set 
low dry ice level to automatically start the dry ice pelletizer, with 
automatic stop at the pre-set high level. Such automatic filling 
system is the optimum solution wherever the automatic produc-
tion of an exact dry ice quantity is needed.

The automatic filling system can also be added to the pelletizer 
at a later stage if required.

Pos. 008

Version 1

Automatic Dry Ice Filling System small
Platform of 23.6 x 31.5“ / 600 x 800 mm
For the automatic filling  of all ASCOJET Dry Ice Blasting Units 
and similar sized blasting machines or smaller dry ice storage 
containers (e.g. AT130)

part no. 904605

Pos. 009

Version 2

Automatic Dry Ice Filling System large
Platform of 47.2 x 47.2“ / 1‘200 x 1‘200 mm 
For the automatic filling of larger dry ice blasting machines or 
larger dry ice storage containers

part no. 903415
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Dry Ice Pelletizer

The dry ice pelletizer A220P is a compact and power-
ful machine. With a production capacity of 485 lbs/hr /  
220 kg/hr it meets the demands for higher dry ice quantities 
plus quality and flexibility in the daily working process.  

The dry ice pelletizer A220P is driven by a powerful hydrau-
lic unit and features instant push button start. All functions 
are controlled by a built-in PLC. Fully automatic control of 
oil temperature and dry ice snowing process guarantees 
continuous dry ice production without any supervision right 
from push button start. 

To maximise the CO2 to dry ice conversion ratio the dry 
ice pelletizer can be connected to an ASCO Revert Gas 
Recovery System. 

Specifications

Production capacity:			   485 lbs/hr / 220 kg/hr at 254 psi / 17.5 bar
					     CO2 inlet pressure
Voltage:				    460 V / 60 Hz / 3 Ph+E
Power consumption:			   5.6 kW
Dimensions (L x W x H):			  61.4 x 31.5 x 57.1“ / 1‘560 x 800 x 1‘450 mm
Weight net:	   			   approx. 1‘190 lbs / 540 kg (with hydraulic oil)
			     		  approx. 1‘102 lbs / 500 kg (without hydraulic oil)
Weight packed:	  			   approx. 1‘389 lbs / 630 kg (without hydraulic oil)
CO2 inlet connection:			   1“ BSP female
CO2 source:				    CO2 Storage Tank, liquid phase (189 - 305 psi / 13 - 21 bar)

Dry Ice Pelletizer A220P-D3	 part no. 903340

Extruderplate for 0.1“ / 3 mm pellets
The dry ice pelletizer A220P is standardly equipped with an extruder plate for the 
production of pellets with a diameter of 0.1“ / 3 mm.

Benefits of an in-house dry ice production:

•	 Reduction of dry ice lost due to sublimation
•	 More efficient cleaning results, because:  the fresher the dry ice, the more efficient the cleaning
•	 Shorter production stops
•	 Decreased logistics expense connected with purchasing and disposing of dry ice
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Special features of Dry Ice Pelletizer A220P-D3:

Function and Applications

The dry ice pelletizer A220P requires a liquid CO2 supply (pressure 189 - 305 psi  / 13 - 21 bar) and power supply of 460 V / 60 Hz /
3 Ph + E. The machine features instant push button start and all functions are controlled by an inbuilt PLC. Dry ice 
snow is produced in the snowing chamber, pressed and then extruded by a powerful hydraulic unit. Hard, dense dry 
ice pellets are produced within less than one minute after push button start. 

To ensure continuous, reliable operation of the pelletizer, oil temperature, oil level, cycle time, motor overload,  CO2 
inlet pressure and hydraulic pressure are monitored and displayed on the control panel.

Extruder plate for 0.1“ / 3 mm pellets
Pellets for blasting purposes

part no. 903005

Standardly included in the delivery of Dry Ice Pelletizer A220P-D3:

Options

The dry ice pelletizer A220P is standardly equipped with an extruder plate for the production of pellets with a diameter 
of 0.1“ / 3 mm. Such pellets are used especially for dry ice blasting purposes. 

As an option an extruder plate for  the production of 0.4“ / 10 mm and 0.6“ / 16 mm pellets (for cooling purposes) is 
available. The A220P, however, can also be delivered standardly equipped with such an extruder plate.

Pellet size

0.1“ / 3 mm 0.4“ / 10 mm 0.6“ / 16 mm

Operating range Dry Ice Blasting Cooling purposes Cooling purposes
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Options for Dry Ice Pelletizer A220P-D3:

Pos. 001

Extruder plate for 0.4“ / 10 mm pellets
Pellets for cooling purposes

part no. 903007

Pos. 002

Extruder plate for 0.6“ / 16 mm pellets
Pellets for cooling purposes

part no. 903006

Pos. 003

Spare parts kit
Containing a selection of recommended spares for approx. 
one to two years normal operation

part no. 903341

Pos. 004

Production Control System PCS220
For a higher level of automation the dry ice pelletizer can be 
combined with a production control system. Such a production 
control system allows the regulation of the production quantity 
or the production time, thus reducing the need for supervision 
even further, therefore, keeping the requirement for respective 
personnel to an absolute minimum. With the optional production 
control system the dry ice pelletizer automatically stops when the 
set production quantity/production time is reached.

The production control system can also be added to the pelletizer 
at a later stage if required.

part no. 903160
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Options for Dry Ice Pelletizer A220P-D3:

Automatic Dry Ice Filling System
For a higher level of automation the pelletizer can be combined 
with an automatic filling system. The optional automatic filling 
system, with the appropriate control system, allows a pre-set 
low dry ice level to automatically start the dry ice pelletizer, with 
automatic stop at the pre-set high level. Such automatic filling 
system is the optimum solution wherever the automatic produc-
tion of an exact dry ice quantity is needed.

The automatic filling system can also be added to the pelletizer 
at a later stage if required.

Pos. 005

Version 1

Automatic Dry Ice Filling System small
Platform of 23.6 x 31.5“ / 600 x 800 mm
For the automatic filling  of all ASCOJET Dry Ice Blasting Units 
and similar sized blasting machines or smaller dry ice storage 
containers (e.g. AT130)

part no. 904605

Pos. 006

Version 2

Automatic Dry Ice Filling System large 
Plattform von 47.2 x 47.2“ / 1‘200 x 1‘200 mm 
For the automatic filling of larger dry ice blasting machines or 
larger dry ice storage containers

part no. 903415



63

Industriestr. 2 - CH-8590 Romanshorn / Switzerland - ascojet@ascoco2.com - www.ascojet.comASCO CARBON DIOXIDE LTD

Dry Ice Pelletizer

The pelletizer P450 is a compact high-capacity 
pelletizer for the production of densely com-
pressed dry ice pellets and has a production 
capacity of 1‘000 lbs / 450 kg/hr.

The dry ice pelletizer P450 incorporates a 
heavy duty type hydraulic system controlled 
by an integrated PLC with touch screen inter-
face. Fully automatic control of oil tempera-
ture and dry ice snowing process warranties 
continuous dry ice production without any 
supervision right from the start at the press 
of a button. Using high quality controls and 
sensors like Atos, Siemens, Schneider, Pro-
face etc. for the hydraulic system ensures 
reliable operation and, therefore, very little 
maintenance is necessary. 

The available extruder plates can be quickly 
exchanged manually. 

To maximise the CO2 to dry ice conversion 
ratio the dry ice pelletizer can be connected 
to an ASCO Revert Gas Recovery System. 

Specifications

Dimension (L x W x H):			   66.9 x 43.3 x 145.7“ /  1‘700 x 1‘100 x 3‘700 mm
Weight net:				    approx. 3‘748 lbs / 1‘700 kg
Production capacity:			   1‘000 lbs/hr / 450 kg/hr
Voltage:				    460 Vac, 60 Hz, 3 Ph
Power consumption:			   7.5 kW
CO2 inlet connection:			   1/2“ BSP female
CO2 source: 				    CO2 storage tank, liquid phase (218 - 290 psi / 15 - 20 bar)

Dry Ice Pelletizer P450	 part no. 905360

Standardly equipped without extruder plate. 

Please refer to the options below.

Benefits of an in-house dry ice production:

•	 Reduction of dry ice lost due to sublimation
•	 More efficient cleaning results, because:  the fresher the dry ice, the more efficient the cleaning
•	 Shorter production stops
•	 Decreased logistics expense connected with purchasing and disposing of dry ice

Not yet available according UL.
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Options for Dry Ice Pelletizer P450:

Pos. 001

Extruder plate for 0.1“ / 3 mm pellets
Pellets for blasting purposes

part no. 905095

Pos. 002

Extruder plate for 0.2“ / 6 mm pellets
Pellets for cooling purposes

part no. 905096

Pos. 003

Extruder plate for 0.4“ / 10 mm pellets
Pellets for cooling purposes

part no. 905097

Pos. 004

Extruder plate for 0.6“ / 16 mm pellets
Pellets for cooling purposes

part no. 905098

Pos. 005

Extruder plate for 0.7“ / 19 mm pellets
Pellets for cooling purposes

part no. 905099

Pos. 006

Spare parts kit
Containing a selection of recommended spares for approx. 
one to two years normal operation

part no. 905381
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Dry Ice Pelletizer

The pelletizer P700 is a compact high-capacity 
pelletizer for the production of densely com-
pressed dry ice pellets and has a production 
capacity of 1‘550 lbs / 700 kg/hr.

The dry ice pelletizer P700 incorporates a 
heavy duty type hydraulic system controlled 
by an integrated PLC with touch screen inter-
face. Fully automatic control of oil tempera-
ture and dry ice snowing process warranties 
continuous dry ice production without any 
supervision right from the start at the press 
of a button. Using high quality controls and 
sensors like Atos, Siemens, Scheider, Pro-
face etc. for the hydraulic system ensures 
reliable operation and, therefore, very little 
maintenance is necessary. 

The available extruder plates can be quickly 
exchanged manually. 

To maximise the CO2 to dry ice conversion 
ratio the dry ice pelletizer can be connected 
to an ASCO Revert Gas Recovery System. 

Specifications

Dimension (L x W x H):			   66.9 x 43.3 x 145.7“ /  1‘700 x 1‘100 x 3‘700 mm
Weight net:				    approx. 3‘748 lbs / 1‘700 kg
Production capacity:			   1‘550 lbs/hr / 700 kg/hr
Voltage:				    460 Vac, 60 Hz, 3 Ph
Power consumption:			   13 kW
CO2 inlet connection:			   3/4“ BSP female
CO2 source: 				    CO2 storage tank, liquid phase (218 - 290 psi / 15 - 20 bar)

Dry Ice Pelletizer P700	 part no. 905320

Standardly equipped without extruder plate. 

Please refer to the options below.

Benefits of an in-house dry ice production:

•	 Reduction of dry ice lost due to sublimation
•	 More efficient cleaning results, because:  the fresher the dry ice, the more efficient the cleaning
•	 Shorter production stops
•	 Decreased logistics expense connected with purchasing and disposing of dry ice

Not yet available according UL.
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Options for Dry Ice Pelletizer P700:

Pos. 001

Extruder plate for 0.1“ / 3 mm pellets
Pellets for blasting purposes

part no. 905095

Pos. 002

Extruder plate for 0.2“ / 6 mm pellets
Pellets for cooling purposes

part no. 905096

Pos. 003

Extruder plate for 0.4“ / 10 mm pellets
Pellets for cooling purposes

part no. 905097

Pos. 004

Extruder plate for 0.6“ / 16 mm pellets
Pellets for cooling purposes

part no. 905098

Pos. 005

Extruder plate for 0.7“ / 19 mm pellets
Pellets for cooling purposes

part no. 905099

Pos. 006

Spare parts kit
Containing a selection of recommended spares for approx. 
one to two years normal operation

part no. 905182
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